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Oxygen Regulator
(Double Manometers-Single Regulator)

MopbeEL OBR-50

* Designed to use in laboratories and with devices operated with oxygen
* Chrome coated brass trunk
* Adjustable output pressure
* Double pressure gauges to indicate inlet and output pressure of oxygen

Technical Specifications:
* Regulator Inlet Pressure ~ : 200 kg / cm2
* Regulator Outlet Pressure  : 3,5 ~ 4 kg / cm?2

* Pressure Gauge Scale : 0-315 kg / cm2 (Inlet)
0-160 kg / cm2 (Outlet)

DIN BS-BULL BS-PIN
Model OBR-50 OBR-51 OBR-52

Oxygen and Nitrous Oxide Regulator

MopEL OBR-80 / APR-94

* Designed to use with devices operated with oxygen & nitrous
oxide in laboratories

 Chrome coated brass trunk with probe

* Double pressure gauges to indicate inlet and outlet pressure

Technical Specifications:

* Regulator Inlet Pressure  : 200 kg / cm?

* Regulator Outlet Pressure : 3,5 ~ 4 kg / cm?

* Pressure Gauge Scale : 0-315 kg / cm?2 (Inlet)
0-160 kg / cm2 (Outlet)

DIN BS-BULL  BS-PIN
07 Regulator OBR-80 OBR-81  OBR-82
N O Regulator APR-94  APR-95 APR-96

Oxygen and Nitrous Oxide Regulator

MoODEL OBR-75 / APR-75

* Designed to use with devices operated with oxygen & nitrous
oxide in laboratories
* Chrome coated brass trunk with single manometer and double regulators

Technical Specifications:

* Regulator Inlet Pressure ~ : 200 kg / cm?

* Regulator Outlet Pressure : 3,5 ~ 4 kg / cm?

* Pressure Gauge Scale 0 0-315 kg / em2 (O5)
0-160 kg / cm2 (N,0)

DIN BS-BULL  BS-PIN
Oxygen Regulator OBR-75 OBR-76  OBR-77
Nitrous Oxide Regulator APR-75 APR-76  APR-77
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Oxygen and Vacuum System
Regulator

MopbEeEL OTV-15

* Designed to supply humidified oxygen and vacuum from oxygen cylinder
» With chrome coated brass trunk oxygen and ventury vacuum regulator
* Together with flowmeter and humidifier bottle

Technical Specifications:

* Regulator Inlet Pressure  : 200 kg / cm2

* Regulator Outlet Pressure : 3,5 ~ 4 kg/ cm?
* Adjustable Flow Rate :0-15L/min

* Vacuum Capacity : 550 mmHg

DIN BS-BULL
Model OTV-15 OTV-16

Flowmeter
MopDEL 1200.00

* Designed to control and adjust the oxygen flow

* Polycarbonate inner and outer tubes are highly shock-resistant

* Stainless Steel needle valve maintains accurate measurement and
long life performance

* Inner tube is marketed precisely. 0.5 to 5 L/min is marked in enlarged
scale; 5 to 15 I/min is marked in general scale for easy observation.

¢ Can be used with BS and DIN probes

Technical Specifications:

* Adjustable Flow Rate : 0-15 L/min

* Accuracy :+/- 0.25 L/min from 0.5 to 5 L/min
+/- 0.5 L/min from 6 to 15 L/min

Humidifier Bottles
MopbeEL 1270.00/ 1274.00

* Polycarbonate humidifier bottle
» Connection nut, hose connection and air distributor
* Plastic and metal lid options

Model

1270.00 With Plastic Lid, 150 ml
1272.00 With Plastic Lid, 200 ml
1273.00  For Single Use, 300 ml
1274.00  With Metal Lid, 200 ml
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Mediflow Oxygen Flowmeter

MopbeL 1200.25

* Continuous flow between adjusted settings
* Frontal and lateral two windows allow good visibility of set values

Technical Specifications:

¢ Inlet pressure range :2,8 -8 bar
* Max. Outlet pressure with no flow : 2,1 bar

* Flow ranges :0-25 lvdk
Probes

MoODEL 1243.05

¢ Made of stainless steel

¢ In compliance with EN 737-6, DIN13260-2, BS5682 standards
« DIN type outer dia: 5/16”

¢ BS outer dia: 8mm

BS DIN
Oxygen 1243.05 1243.10
Vacuum  1246.05 1246.10
N20 1244.05 1244.10
Air 4 bar  1245.05 1245.10

Oxygen and Vacuum System,
Ambulance Type

MoDEL AVO-30

* Designed to supply humidified oxygen and vacuum in ambulances

Standard Accessories:

Oxygen outlet 2ea
Flowmeter, 0-15 L / min lea
Ventury Vacuum Regulator,BS 1 ea
Vacuum Jar, 1 liter lea
Oxygen Regulators 2ea
Oxygen Nasal Cannule 1lea
Connection Hose and Nut 1 set

Technical Specifications:
* Regulator Inlet / Outlet pressure : 200 kg/ m2/35~4 kg/ cm?
* Vacuum capacity : 550 mmHg
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Central Vacuum System
MoODEL 30402

* Mobile trolley made of electrostatic dyed steel
* Autoclavable plastic vacuum jar at 121°C
* Together with vacuum regulator and catheter container

Model  Capacity
30402 2x1,8L
30403 2x3L
30405 2x5L

Vacuum Jar
MoODEL 2600.10

» Made of polycarbonate material, transparent

* Liquid level lines marked with 100 mL interval
* Autoclavable at 121°C

* Together with float bacteria filter

* Connection clamp (for 3 Land 5 L)

* Connection clamp and stand (for 1 L and 1,8 L)

Model Capacity
2600.10 1L
2600.20 18L
2600.30 3L
2600.50 5L

IV Pole and Connection Adaptor

MoODEL 1050.5A

* Made of stainless steel
* With two plastic hooks each having 3 kg carrying capacity
* Aluminium rail connection adapter
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Vacuum Regulator, Three Stage
MobDEL 1420.00

* Three stage negative pressure gauge with easy access to
OFF / FULL / REGULAR pressure

* Vacuum Range :0-400mmHg

* Gauge accuracy : + 3% of full scale

¢ Including a Safety Trap fitted with an overfill protection device for
preventing central pipeline system and hospital cross contamination

* Color coded : Low suction: 0-80 mmHg, Yellow

* Medium suction : 80-200 mmHg, Orange

 High suction  :200-400 mmHg, Red
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Thoracic Suction Control Unit
MopEeEL 1520.00

Drainage purpose after Thoracic Surgery or Cardiac Surgery.
Suitable for Spontaneous Pheumothorax; Traumatic Pneumothorax;
Hemothorax; Empyema & Patients after undertaking thoracic
surgery who needs to have closed drainage.

* Negative Pressure: 0- 30cmH20 (water line) for persistent low
pressure suction

* Polycarbonate body

e Max water volume 600ml

* Clear scale, accurate measurement, easy to record & observe

* Transparent flow tube design, easy to observe fluid fluctuation
and color change

* Designing with a safety trap to prevent back flow of waste fluid

Ventury Type Vacuum Regulator

MoDEL 1422.05

* Designed to provide vacuum on compressed gas systems
* Chrome coated brass trunk
* With vacuum adjustment screw

Technical Specifications:
* Vacuum Gauge Scale : 0-(-100) kPa / 0- (-750) mmHg
¢ Standard : EN ISO 10524-1

BS DIN NF
Model 1422.05 1422.10 1422.15
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Resuscitator Set
MoODEL 60550 / 60555

Designed to provide respiration support

Skid proof silicone bag, autoclavable accessories at 130°C

Various connection parts and capacity for adults, children and babies
Silicone mask, connection hose to oxygen cylinder together

with 2 pieces of airway and mouth opener

Model

60550 Adult (1600 mL)
60555 Children (500 mL)
60560 Baby (280 mL)

Laryngoscope Sets
MoODEL 60400 / 60435

 Miller, Mac and Mac Fiber optic options

* Stainless steel body, smooth head surface

e Detachable, stainless steel blade in five different sizes
* Blade that can be fixed and begin lighting in one move

Model

60400 Miller

60405 Mac

60435 Mac Fiber Optic

( 4 1050.MR

1050.MC

Device Tray, with Drawer
MoODEL 1050.MR / 1050.MC

* Upper table made of stainless steel and electrostatic dyed drawer
* Together with rail connection clamps

* Dimensions (WxLxH) : 360x540x130mm (1050.MC)

¢ Tray dimensions : 360x540mm (1050.MR)

1040.RY

1040.BE

Rail System

MODEL 1040.RY / 1040.BE

1040.RY - Rail System
* Aluminium ray
¢ Section dimension : 10x25 mm

1040.BE - Rail Connection Component Set
» Wall connection components with cover
» Wall fixing components enabling connection with 50 cm spaces
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